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Hardie® Panel and  
Hardie® Architectural Panel 
facade cladding

+ Design Flexibility.

+ A2 fire protection - guaranteed.

+ Affordable Performance.

Hardie® Colour Match information
Our colour range has been developed with leading industry experts 
and is bespoke to Hardie® cladding products.Therefore our range 
will not match all of the available colour standards exactly. The RAL 
colour codes provided below are approximate and should be used 
for guidance purposes only.

All our fibre cement products come with the ColourPlus™ Technolo-
gy finish and are backed by a 15-year warranty that covers paint and 
product, protecting against peeling, 
cracking, and chipping. 15 Year

Warranty
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Colour Hardie® Panel Hardie® Architectural Panel 
RAL closest 
visual match

Smooth Brushed Concrete Smooth Sand Metallics

Arctic White 9003

Light Mist 7035

Grey Slate 7042

Anthracite Grey 7016

Midnight Black 9004

Cobble Stone 7044

Iron Grey 7043

Gold –

Copper –

Silver –

Bronze –

Steel –

Gunmetal –

Use Hardie™ Seal edge coating to seal edges after cutting

The colours shown are not exact and can appear differently depending on print quality or type of screen

Hardie® Panel and  
Hardie® Architectural Panel 
are available in custom colour
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Hardie® Architectural Panel 
Purposely designed as an external cladding 
for residential and commercial buildings in  
both new build and renovation. Hardie® Architectural Panel 
cladding can be used in a ventilated construction fixed to 
timber subframe, steel subframe or masonry walls using 
corrosion resistant screws or rivets.

Hardie® Architectural Panel cladding Brushed Concrete

15 Year
Warranty

Core colours 8 mm

Colour Article EAN 
Number 4007548 ...

Arctic White 5679362 ... 03108 0
Cobble Stone 5759362 ... 03110 3
Light Mist 5849362 ... 03112 7
Grey Slate 5519362 ... 03111 0
Anthracite Grey 5429362 ... 03109 7
Midnight Black 5959362 ... 03113 4

Hardie® Architectural Panel cladding Smooth Sand

Delivery only in full pallets (25 Pcs). 
For non full pallets additional costs will be charged.

Core colours 11 mm

Colour Article EAN 
Number 4007548 ...

Arctic White 5679372 ... 03266 7
Cobble Stone 5759372 ... 03264 3
Light Mist 5849372 ... 03265 0
Grey Slate 5519372 ... 03267 4
Anthracite Grey 5429372 ... 03262 9
Midnight Black 5959372 ... 03263 6

Custom colour (Brushed Concrete) 8 mm

Colour

Custom colour On demand

Size in mm Palletisation area Weight per

Length Width Thickness Piece approx. kg* m² Piece in kg

Hardie® Architectural Panel facade cladding 3 048 1 220 8 25 1 090 93.00 41.7

11 1818 1 069 66.93 56.4

* Please refer to the order confirmation for the exact pallet weights.

Core colours 8 mm

Colour Article EAN 
Number 4007548 ...

Arctic White 5679352 ... 03114 1
Cobble Stone 5759352 ... 03116 5
Light Mist 5849352 ... 03118 9
Grey Slate 5519352 ... 03117 2
Anthracite Grey 5429352 ... 03115 8
Midnight Black 5959352 ... 03119 6

Custom colour (Brushed Concrete) 11 mm

Colour

Custom colour On demand

Custom colour (Smooth Sand) 8 mm

Colour

Custom colour On demand
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15 Year
Warranty

Hardie® Architectural Panel Metallics
Hardie® Architectural Panel Metallics comes  
in a natural fibre cement texture and 6 metallic  
colours. Sparkling metallic pigments in the surface 
combined with the unique structure making the  
appearance unique.

Core colours 8 mm

Colour Article EAN 
Number 4007548 ...

Gold 5555382 ... 03312 1
Copper 5559382 ... 03316 9
Silver 5556382 ... 03313 8
Bronze 5557382 ... 03314 5
Steel 5560382 ... 03317 6
Gunmetal 5558382 ... 03315 2

Lead time of 8 weeks from order confirmation.
For non full pallets additional costs will be charged.

Hardie® Architectural Panel Metallics 
New

Size in mm Palletisation area Weight per

Length Width Thickness Piece approx. kg* m² Piece in kg

Hardie® Architectural Panel Metallics 3 048 1 220 8 25 1 090 93.00 41.7

11 18 1 069 66.93 56.4

* Please refer to the order confirmation for the exact pallet weights.

Core colours 11 mm

Colour Article EAN 
Number 4007548 ...

Gold 5555362 ... 03378 7
Copper 5559362 ... 03375 6
Silver 5556362 ... 03374 9
Bronze 5557362 ... 03377 0
Steel 5560362 ... 03373 2
Gunmetal 5558362 ... 033725

Lead time of 8 weeks from order confirmation.
For non full pallets additional costs will be charged.
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Hardie® Panel
With Hardie® Panel facade cladding every 
building facade gets a unique look. 
The fibre cement panels are durable, resistant and 
low-maintenance. All of our fibre cement products come 
with a 15 year warranty. 

Hardie® Panel facade cladding

15 Year
Warranty

Core colours 8 mm

Colour Article EAN 
Number 4007548 ...

Arctic White 5673521 ... 02963 6

Grey Slate 5511352 ... 02967 4
Iron Grey 5923521 ... 02966 7
Anthracite Grey 5421352 ... 02968 1
Midnight Black 5953521 ... 02965 0

core colours: available in full packs (25 pieces)

Hardie® Panel and Hardie® Architectural Panel are 
available in custom colour design. Please contact us!

Core colours 11 mm

Colour Article EAN 
Number 4007548 ...

Arctic White 5673621 ... 03304 6
Grey Slate 5511362 ... 03301 5
Iron Grey 5923621 ... 03298 8
Anthracite Grey 5421362 ... 03303 9
Midnight Black 5953621 ... 03302 2

Size in mm Palletisation area Weight per

Length Width Thickness Piece approx. kg* m² Piece in kg

Hardie® Panel facade cladding 3 048 1 220 8 25 1 090 93.00 41.7

11 1818 1 069 66.93 56.4

* Please refer to the order confirmation for the exact pallet weights.

Custom colour 8 mm

Colour

Custom colour On demand

Custom colour 11 mm

Colour

Custom colour On demand

https://jameshardie.de/fermacellapi/downloads/file/de-DE/0695I00000069SiQAI
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Hardie™ Panel MetalTrim™ Edge Profile
With this high-quality, powder-coated aluminium profile,
the outer corners can be designed in a modern way.
The profile is easy to use with a hacksaw or mitre saw
Can be cut to size and available in 7 colours.

Length Pieces

in mm per Bundle

3 000 5

Core colours

Colour Article EAN
Number 8717399...

Arctic White 5300225 ... 08101 6

Cobble Stone 5300228 ... 08104 7

Light Mist 5300234 ... 08110 8

Grey Slate 5300430 ... 08075 0

Iron Grey 5300232 ... 08108 5

Anthracite Grey 5300428 ... 08073 6

Midnight Black 5300235 ... 08111 5

Size in mm Article EAN Piece/Bundle approx. Weight

frame sizes Length Number 8717399 ... per Piece in kg

25 3 000 5300185 ... 08381 2 5 0.55

38 3 000 5300186 ... 08382 9 5 0.65

50 3 000 5300187 ... 08383 6 5 0.74

Only available in full bundles.

Ventilation Profile for Hardie® Panel 

facade cladding
Ventilation profile for ventilated facades and protection 
from rodents. Available in three sizes for generic subframe 
sizes: 25 mm, 38 mm and 50 mm 

 �for Hardie® Plank  �for Hardie® VL Plank
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Horizontal drip profile for Hardie® Panel cladding
Manufactured from high quality aluminium coated in black.
To be used on all horizontal express joints.
Length 3 000 mm.

Format in mm Colour Article EAN Piece/ approx. Weight

Length Number 87173990 ... Bundle per Piece in kg

3 000 Midnight Black 5300222 ... 8411 6 10 1.02

The colours of the drip profiles are adapted to the ColourPlus™ Technology. However, slight colour differences may occur.
Different colours on request.

Core colours

Colour Article EAN
Number 8717399 ...

Arctic White 5300397 ... 08022 4

Cobble Stone 5300400 ... 08025 5

Light Mist 5300406 ... 08031 6

Grey Slate 5300454 ... 08095 8

Iron Grey 5300404 ... 08029 3

Anthracite Grey 5300452 ... 08093 4

Midnight Black 5300407 ... 08032 3

Hardie™ Panel screws  
(for aluminum subframe)
A2 stainless steel screw for fixing Hardie® Panel 
on aluminum subframe.
The colours of the screws are matching the  
ColourPlus™ Technology.

Custom colour

Colour Article EAN

Number 4007548 ...

Custom colour 5300467 ...03145 5

Minimum order: 10 packs. Lead time of 3 weeks from order confirmation.

Size Ø screw head Piece/ Bundle/ Consumption
ø × length in mm Bundle Box Hardie® Plank Hardie® Panel

5.5 × 25 12 Custom colour 100 20 approx. 8 Pieces/m² approx. 30 Pieces/Sheet

Core colours 250
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Core colours
Colour Article EAN

Number 8717399 ...

Arctic White 5300291 ... 08387 4

Cobble Stone 5300293 ... 08391 1

Light Mist 5300297 ... 08399 7

Grey Slate 5300450 ... 08091 0

Iron Grey 5300295 ... 08409 3

Anthracite Grey 5300448 ... 08089 7

Midnight Black 5300298 ... 08410 9

The colours of the facade screws are adapted to the ColourPlus™ Technology. However, slight colour differences may occur.
Different colours on request.

Hardie™ Panel Screw  
(for timber subframes)
A2 stainless steel screw for fixing Hardie® Panel 
on wooden subframe.
The colours of the screws are matching the  
ColourPlus™ Technology.

Metallics

Colour Article EAN
Number 4007548 ...

Gold 5300650 ... 03333 6

Copper 5300653 ... 03336 7

Silver 5300651 ... 03334 3

Bronze 5300652 ... 03335 0

Steel 5300655 ... 03338 1

Gunmetal 5300654 ... 03337 4

Custom colour

Colour Article EAN

Number 4007548 ...

Custom colour 5300468 ... 03146 2

Minimum order: 10 packs. Lead time of 3 weeks from order confirmation.

Size Ø screw head Piece/ Bundle/ Consumption
ø × length in mm Bundle Box Hardie® Plank Hardie® Panel

4.8 × 38 12 Custom colour 100 20 approx. 10 Pieces/m² approx. 27 Pieces/Sheet

Core colours/Metallics 250
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Core colours

Colour Article EAN
Number 4007548 ...

Arctic White 5300607 ... 02741 0

Cobble Stone 5300602 ... 02736 6

Light Mist 5300606 ... 02740 3

Grey Slate 5300609 ... 02743 4

Iron Grey 5300601 ... 02735 9

Anthracite Grey 5300600 ... 02734 2

Midnight Black 5300608 ... 02742 7

Hardie™ Panel rivets  
(for aluminum subframe)
Aluminium rivet (AlMg3) with stainless steel rivet mandrel 
to fix Hardie® Panel on aluminum subframe.
The colours of the rivets are matching the ColourPlus™ 
Technology. 

Metallics

Colour Article EAN
Number 4007548 ...

Gold 5300675 ... 03344 2

Copper 5300672 ... 03341 1

Silver 5300674 ... 03343 5

Bronze 5300673 ... 03342 8

Steel 5300670 ... 03339 8

Gunmetal 5300671 ... 03340 4

Custom colour

Colour Article EAN

Number 4007548 ...

Custom colour 5300469 ... 03147 9

Minimum order: 10 packs. Lead time of 3 weeks from order confirmation.

Size Ø rivet head Piece/ Bundle/ Consumption
ø × length in mm Bundle Box Hardie® Panel

5 × 16 14 Custom colour 100 20 approx. 27 Piece

Core colours/Metallics 250
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Hardie™ Seal edge coating
An acrylate colour matching the ColourPlus™ Technology 
finishes; required for edges after the cutting of facade  
claddings and Hardie® NT3® Trim strips.  
Also for small repairs.

Size Cans/
in l Box

0.5 11

Core colours

Colour Article EAN
Number 8717399 ...

Arctic White 5300148 ... 08300 3

Cobble Stone 5300132 ... 08303 4

Light Mist 5300138 ... 08307 2

Grey Slate 5300425 ... 08071 2

Iron Grey 5300136 ... 08310 2

Anthracite Grey 5300423 ... 08069 9

Midnight Black 5300149 ... 08301 0

Custom colour

Colour Article EAN

Number 4007548 ...

Custom colour 5300108 ... 02970 4

Metallics

Colour Article EAN
Number 4007548 ...

Gold 5300107 ... 03325 1

Copper 5300106 ... 03324 4

Silver 5300104 ... 03322 0

Bronze 5300105 ... 03323 7

Steel 5300103 ... 03321 3

Gunmetal 5300102 ... 003320 6
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Accessories
To make the installation of Hardie® fibre cement cladding as 
easy as possible, we have developed a range of accessories. 
For cutting, sealing and attaching.

Size Description Article EAN piece/ approx. Weight

Length in m Number 4007548 ... Paket per Tüte/Pack in g

Hardie™ Fixed Point Sleeve
9,4 × 6 Aluminium 5300159 ... 03272 8 100 100

Size Description Article EAN piece/ approx. Weight

Length in m Number 4007548 ... Pack per Pack in g

Hardie™ Panel Centralizing Tool
146 × 20 × 9 Silver/ Aluminium 5300100 ... 03274 2 1 200

Size Description Article EAN Rolls/

Length in m Width in mm Number 8717399 ... Box

EPDM Band

2

60
UV-resistant tape for sealing behind butt
joints of Hardie® facade cladding.
Thickness: 0.75 mm.
10 rolls per carton, black

5300153 ... 08378 2 20

80 5300154 ... 08377 5 16

100 5300151 ... 08376 8 12

120 5300152 ... 08375 1 12

https://jameshardie.de/fermacellapi/downloads/file/de-DE/0695I00000069RUQAY
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+ Most natural look  in modern colours

+ Low maintenance thanks to unique ColourPlus™ Technology

+ At least 20 % faster installation

Hardie®  VL Plank Hardie®  Plank

Hardie® VL Plank
horizontal installation

Hardie® VL Plank
vertical installation

Hardie® Plank 
hit and miss

Hardie® Plank 
overlap

Hardie® Colour Match information
Our colour range has been developed with leading industry experts 
and is bespoke to Hardie® cladding products.Therefore our range 
will not match all of the available colour standards exactly. The RAL 
colour codes provided below are approximate and should be used 
for guidance purposes only.

All our fibre cement products come with the ColourPlus™ Technolo-
gy finish and are backed by a 15-year warranty that covers paint and 
product, protecting against peeling, 
cracking, and chipping. 15 Year

Warranty
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Colour Hardie® VL Plank Hardie® Plank
RAL closest visual match Cedar Cedar Smooth

Arctic White 9003

Sail Cloth 1013

Light Mist 7035

Grey Slate 7042

Khaki Brown 1019

Chestnut Brown 8025

Anthracite Grey 7016

Midnight Black 9004

Cobble Stone 7044

Boothbay Blue 7000

Iron Grey 7043

Woodland Cream 1015

Soft Green 7032

Monterey Taupe 7002

Mountain Sage 6013

Pearl Grey 7047

Heathered Moss 1020

Evening Blue 7011

Traditional Red 3009

Timber Bark 7006

Rich Espresso 7022

Use Hardie™ Seal edge coating to seal edges after cutting

The colours shown are not exact and can appear differently depending on print quality or type of screen
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Hardie® VL Plank interlock 
weatherboard
Hardie® VL Plank combines a modern look and a  
distinctive design with durability and low maintenance.  
The flexibility of our precision interlock fit lends itself to 
horizontal and vertical installation.

Core colours

Colour Article EAN
Number 4007548 ...

Arctic White 5672121 ... 02690 1

Sail Cloth 5692121 ... 02694 9

Light Mist 5842121 ... 02692 5

Grey Slate 5512121 ... 02691 8

Khaki Brown 5712121 ... 03018 2

Chestnut Brown 5892121 ... 03019 9

Anthracite Grey 5422121 ... 02689 5

Midnight Black 5952121 ... 02693 2

Hardie® VL Plank Cedar

Delivery only in full pallets. For non full pallets additional costs will be charged.

Format in mm Palletisation Total Net coverage Weight per

Length Width Thickness Piece approx. kg* Area m² m² Piece in kg

Hardie® VL Plank facade cladding 3 600 214 11 160 1 765 123.2 104.8 10.5

* Please refer to the order confirmation for the exact pallet weights.

Technology

15 Year
Warranty
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Core colours

Colour Article EAN
Number 0727396 ...

Arctic White 5671220 ... 67121 7

Cobble Stone 5751220 ... 75121 6
Sail Cloth 5691220 ... 69121 5
Light Mist 5841220 ... 84121 4
Pearl Grey 5480122 ... 16953 0
Khaki Brown 5711220 ... 71121 0
Boothbay Blue 5851220 ... 85121 3
Grey Slate 5510122 ... 16961 5
Traditional Red 5911220 ... 91121 4
Chestnut Brown 5891220 ... 89121 9
Rich Espresso 5460122 ... 16969 1
Iron Grey 5921220 ... 92121 3
Anthracite Grey 5420122 ... 16536 5
Midnight Black 5951220 ... 95121 0

Non-core colours

Colour Article EAN
Number 0727396 ...

Woodland Cream 5681220 ... 68121 6
Soft Green 5811220 ... 81121 7
Monterey Taupe 5761220 ... 76121 5
Heathered Moss 5791220 ... 79121 2
Mountain Sage 5801220 ... 80121 8
Timber Bark 5771220 ... 77121 4
Evening Blue 5861220 ... 86121 2

Delivery only in full pallets. For non full pallets additional costs will be charged.

Hardie® Plank facade cladding
Hardie® Plank claddings offer the natural 
beauty of wood but are made of resilient  
fibre cement and require no maintenance. All of our fibre 
cement products come with a 15 year warranty.

Hardie® Plank Cedar Hardie® Plank Smooth

Format in mm Palletisation Total Net coverage Weight per

Length Width Thickness piece approx. kg* Area m² m²** piece in kg

Hardie® Plank facade cladding 3 600 180 8 84 622 54.4 45.4 7.4

* Please refer to the order confirmation for the exact pallet weights.	         **   assuming an overlap of 30 mm

Technology

Non-core colours

Colour Article EAN
Number 0727396 ...

Soft Green 5811620 ... 46771 1
Grey Slate 5510162 ... 16962 2
Anthracite Grey 5420162 ... 16534 1
Midnight Black 5951620 ... 47724 6

Delivery only in full pallets. For non full pallets additional costs will be charged.
All non-core colors are subject to a lead time of 8–10 weeks from order  
confirmation -  only for Plank smooth

15 Year
Warranty

Core colours

Colour Article EAN
Number 0727396 ...

Arctic White 5670162 ... 13682 2
Cobble Stone 5751620 ... 46865 7
Light Mist 5841620 ... 46873 2
Boothbay Blue 5851620 ... 46874 9
Iron Grey 5921620 ... 46880 0

https://jameshardie.de/fermacellapi/downloads/file/de-DE/0695I00000069SrQAI
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Length Quantity

in mm bundle

3 000 5

MetalTrim™ Inner corner profile MetalTrim™ Outer corner profile

The colours of the metal profiles are adapted to the ColourPlus™ Technology. However, slight colour differences may occur. 
Delivery only in full packs.

Length Quantity

in mm bundle

3 000 5

Hardie™ Plank MetalTrim™ Profiles
Metal corner profiles provide an alternative design option 
and are manufactured from a 2 layer polyester precoat 
paint system. Can be used for corners, columns, windows, 
eaves and doorways.

2520

20
25

24

20
33,63

24

20
33
,6
3

Colour Article EAN
Number 8717399... 

Arctic White 5300246 ... 08900 5

Cobble Stone 5300249 ... 08907 4

Sail Cloth 5300262 ... 08903 6

Woodland Cream 5300266 ... 08916 6

Soft Green 5300263 ... 08911 1

Light Mist 5300255 ... 08901 2

Pearl Grey 5300433 ... 08078 1

Monterey Taupe 5300257 ... 08905 0

Khaki Brown 5300254 ... 08909 8

Heathered Moss 5300252 ... 08913 5

Mountain Sage 5300258 ... 08917 3

Boothbay Blue 5300247 ... 08908 1

Evening Blue 5300251 ... 08919 7

Grey Slate 5300434 ... 08079 8

Traditional Red 5300265 ... 08902 9

Chestnut Brown 5300248 ... 08920 3

Timber Bark 5300264 ... 08910 4

Rich Espresso 5300435 ... 08080 4

Iron Grey 5300253 ... 08904 3

Anthracite Grey 5300432 ... 08077 4

Midnight Black 5300256 ... 08906 7

Colour Article EAN
Number 8717399... 

Arctic White 5300267 ... 08921 0

Cobble Stone 5300270 ... 08392 8

Sail Cloth 5300283 ... 08924 1

Woodland Cream 5300287 ... 08937 1

Soft Green 5300284 ... 08932 6

Light Mist 5300276 ... 08922 7

Pearl Grey 5300437 ... 08082 8

Monterey Taupe 5300278 ... 08926 5

Khaki Brown 5300275 ... 08930 2

Heathered Moss 5300273 ... 08934 0

Mountain Sage 5300279 ... 08938 8

Boothbay Blue 5300268 ... 08929 6

Evening Blue 5300272 ... 08940 1

Grey Slate 5300438 ... 08083 5

Traditional Red 5300286 ... 08923 4

Chestnut Brown 5300269 ... 08941 8

Timber Bark 5300285 ... 08931 9

Rich Espresso 5300439 ... 08084 2

Iron Grey 5300274 ... 08925 8

Anthracite Grey 5300436 ... 08081 1

Midnight Black 5300277 ... 08927 2
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Core colours

Colour Article EAN
Number 0727396 ...

Arctic White 5671402 ... 07841 2

Core colours

Colour Article EAN
Number 0727396 ...

Arctic White 5671422 ... 07615 9

Non-core colours

Colour Article EAN
Number 0727396 ...

Sail Cloth1) 5691402 ... 07623 4

Midnight Black1) 5951402 ... 07688 3

Non-core colours

Colour Article EAN
Number 0727396 ...

Sail Cloth1) 5691422 ... 07625 8

Midnight Black1) 5951422 ... 07689 0

Fibre cement trim 90 mm Fibre cement trim 140 mm

The colours of the Hardie® NT3® Trims are adapted to the ColourPlus™ Technology. However, slight colour differences may occur.
* Please refer to the order confirmation for the exact pallet weights.

Format in mm Pallet Weight per

Width Length Thickness pcs approx. kg* piece in kg

90 3 655 25 60 616 9.4

Format in mm Pallet

Width Length Thickness pcs approx. kg*

140 3 655 25 32 513

Hardie® NT3® Trim for Hardie® Plank elements
Form meets function at every angle with Hardie™ Trim boards and 
finishing.
Accentuate corners, columns, friezes, doors and windows, and 
add that final accent to your design statement.
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Hardie™ VL Plank window reveal and external 
corner profile
With this high quality aluminum profile you can create  
modern external corners and windows reveals. They are 
suitable for vertically and horizontal installed  
Hardie® VL Plank Facades. 

Hardie™ VL Plank window lintels and starter 
profiles for vertical installation
These high quality aluminum starter profiles can be used 
for creating window lintels with ventilation for Hardie® VL 
Plank. They also can be used as starter profiles.

Format in mm Colour Article EAN Units/ approx. Weight

Length Number 40 0 7548 ... Pack per piece in kg

3 000 Arctic White 5300832 ... 02816 5 5 1.2

3 000 Sail Cloth 5300836 ... 02818 9 5 1.2

3 000 Light Mist 5300834 ... 02817 2 5 1.2

3 000 Grey Slate 5300833 ... 02821 9 5 1.2

3 000 Khaki Brown 5300837 ... 03021 2 5 1.2

3 000 Chestnut Brown 5300838 ... 03022 9 5 1.2

3 000 Anthracite Grey 5300831 ... 02819 6 5 1.2

3 000 Midnight Black 5300835 ... 02820 2 5 1.2

Delivery only in full packs.

Format in mm Colour Article EAN Units/ approx. Weight

Length Number 40 0 7548 ... Pack per piece in kg

3 000 Arctic White 5300806 ... 02809 7 5 1.2

3 000 Sail Cloth 5300810 ... 02813 4 5 1.2

3 000 Light Mist 5300808 ... 02811 0 5 1.2

3 000 Grey Slate 5300807 ... 02823 3 5 1.2

3 000 Khaki Brown 5300811 ... 03033 5 5 1.2

3 000 Chestnut Brown 5300812 ... 03034 2 5 1.2

3 000 Anthracite Grey 5300805 ... 02822 6 5 1.2

3 000 Midnight Black 5300809 ... 02812 7 5 1.2

Delivery only in full packs.
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Hardie™ VL Plank internal corner
With this high quality aluminum profile you can create  
modern and subtle looking internal corners for vertically 
and horizontally installed Hardie® Plank facades.

Hardie™ VL starter profile horizontal instalaltion
Aluminum starter profile for horizontal installation of 
Hardie® VL Plank.

fermacell™ Bellcast profile HD /  
Hardie™ VL Plank starter profile V.
Tilted profile with ventilation holes and drip edge for  
vertically installed Hardie® VL Plank and Hardie® Plank.

Format in mm Colour Article EAN Units/ approx. Weight

Length Number 40 0 7548 ... Pack per piece in kg

3 000 Arctic White 5300861 ... 02890 5 10 0.7

3 000 Sail Cloth 5300865 ... 02894 3 10 0.7

3 000 Light Mist 5300863 ... 02892 9 10 0.7

3 000 Grey Slate 5300862 ... 02891 2 10 0.7

3 000 Khaki Brown 5300866 ... 03025 0 10 0.7

3 000 Chestnut Brown 5300867 ... 03026 7 10 0.7

3 000 Anthracite Grey 5300860 ... 02889 9 10 0.7

3 000 Midnight Black 5300864 ... 02893 6 10 0.7

Delivery only in full packs.

Format in mm Article EAN Units/ approx. Weight

Length Number 4007548 ... Pack per piece in kg

3 000 5300190 ... 02683 3 5 0.92

Format in mm Article EAN Units/ Consumption

Length Number 4007548 ... Pack

2 500 79054 ... 00308 7 20 As required
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23HARDIE® FACADE CLADDING

SE
RV

IC
ES

 +
 IM

PO
RT

AN
T

GE
N

ER
AL

 N
OT

ES
H

AR
DI

E®
 P

AN
EL

 
FA

CA
DE

 C
LA

DD
IN

G
H

AR
DI

E®
 P

LA
N

K 
FA

CA
DE

 C
LA

DD
IN

G

Size in mm Article EAN Units/ approx. Weight

frame sizes Length Number 8717399 ... Pack per piece in kg

25 3 000 5300185 ... 08381 2 5 0.55

38 3 000 5300186 ... 08382 9 5 0.65

50 3 000 5300187 ... 08383 6 5 0.74

Delivery only in full packs.

Ventilation Profiles for Hardie® Plank and 
Hardie® VL Plank
Ventilation profile for ventilated facades and protection 
from rodents. Available in three sizes for generic frame 
sizes: 25 mm, 38 mm and 50 mm. 

Horizontal drip profile for Hardie® Plank cladding
Manufactured from high quality aluminium coated in black.
To be used on all horizontal express joints.
Length 3 000 mm.

Size in mm Colour Article EAN Units/ approx. Weight

Length Number 87173990 ... Pack per piece in kg

3 000 Midnight Black 5300222 ... 8411 6 10 1.02

The colours of the drip profiles are adapted to the ColourPlus™ Technology. However, slight colour differences may occur.
Different colours on request.

Size in mm Article EAN Units/ approx. Weight

frame sizes Length Number 8717399 ... Pack per piece in kg

25 3 000 5300182 ... 08373 7 5 0.7

38 3 000 5300183 ... 08379 9 5 0.7

50 3 000 5300184 ... 08374 4 5 0.7

Delivery only in full packs.

Hardie™ Plank Starter Ventilation Profile
A combination of starter and ventilation profile. Available 
in three sizes for generic frame sizes: 25 mm, 38 mm and 
50 mm.

 �for Hardie® Plank  �for Hardie® VL Plank
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Size Ø screw head piece/ Consumption Article EAN
ø × length in mm bundle Hardie® VL Plank Number 4007548 ...

4.2 × 40 10 250 approx. 10 Piece/m² 5300309 ... 02682 6

Hardie™ VL Plank screws
A2 stainless steel with drill tip for a fast installation of 
Hardie® VL Plank on timber subframes.

Hardie™ Panel Screw (for timber subframes)
The facade screws are colour-matched to our 
ColourPlus™ Technology finishes so they appear as neutral 
as possible.

Size Ø screw head piece/ bundle/ Consumption
ø × length in mm bundle Box Hardie® Plank Hardie® Panel

4.8 × 38 12 250 20 approx. 10 Piece/m² approx. 27 Piece/Board

Colour Article EAN
Number 8717399 ...

Arctic White 5300291 ... 08387 4

Cobble Stone 5300293 ... 08391 1

Sail Cloth 5300301 ... 08389 8

Woodland Cream 5300289 ... 08388 1

Soft Green 5300302 ... 08397 3

Light Mist 5300297 ... 08399 7

Pearl Grey 5300449 ... 08090 3

Monterey Taupe 5300299 ... 08393 5

Khaki Brown 5300296 ... 08390 4

Heathered Moss 5300306 ... 08395 9

Mountain Sage 5300307 ... 08396 6

Boothbay Blue 5300292 ... 08400 0

Evening Blue 5300294 ... 08403 1

Grey Slate 5300450 ... 08091 0

Traditional Red 5300304 ... 08408 6

Chestnut Brown 5300305 ... 08404 8

Timber Bark 5300303 ... 08394 2

Rich Espresso 5300451 ... 08092 7

Iron Grey 5300295 ... 08409 3

Anthracite Grey 5300448 ... 08089 7

Midnight Black 5300298 ... 08410 9

The colours of the facade screws are adapted to the ColourPlus™ Technology. However, slight colour differences may occur.
Different colours on request.
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Colour Article EAN
Number 8717399 ...

Arctic White 5300148 ... 08300 3

Cobble Stone 5300132 ... 08303 4

Sail Cloth 5300144 ... 08302 7

Woodland Cream 5300150 ... 08320 1

Soft Green 5300145 ... 08306 5

Light Mist 5300138 ... 08307 2

Pearl Grey 5300424 ... 08070 5

Monterey Taupe 5300139 ... 08304 1

Khaki Brown 5300137 ... 08314 0

Heathered Moss 5300135 ... 08311 9

Mountain Sage 5300140 ... 08315 7

Boothbay Blue 5300130 ... 08317 1

Evening Blue 5300134 ... 08318 8

Grey Slate 5300425 ... 08071 2

Traditional Red 5300147 ... 08342 3

Chestnut Brown 5300131 ... 08313 3

Timber Bark 5300146 ... 08346 1

Rich Espresso 5300426 ... 08072 9

Iron Grey 5300136 ... 08310 2

Anthracite Grey 5300423 ... 08069 9

Midnight Black 5300149 ... 08301 0

Hardie™ Seal edge coating
An acrylate colour matching the ColourPlus™ Technology 
finishes; required for edges after the cutting of facade  
claddings and Hardie® NT3® Trim strips.  
Also for small repairs.

Quantity Cans/ € per
in l box box

0.5 11 415.47
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Accessories
To make the installation of Hardie® fibre cement cladding as 
easy as possible, we have developed a range of accessories. 
For cutting, sealing and attaching.

Size Description Article EAN Rolls/

Length 
in m

Width in 
mm

Number 8717399 ... Box

EPDM Tape

2

60
UV-resistant tape for sealing behind butt
joints of Hardie® facade cladding.
Thickness: 0.75 mm.
10 rolls per carton, black

5300153 ... 08378 2 20

80 5300154 ... 08377 5 16

100 5300151 ... 08376 8 12

120 5300152 ... 08375 1 12

Size Unit Description Article EAN

in mm Number 8717399 ...

Hardie™ Blade
160

1 Piece

Specially designed blade for minimizing dust. 
Fits most electrical circular saws on the 
market.

package with 1 piece

5300163 ... 08368 3

190 5300164 ... 08365 2

254 5300165 ... 08366 9

305 5300166 ... 08367 6

Unit Description Article EAN

Number 0645646 ...

Gecko Gauge board holder for Hardie® Plank elements
Set The adjustment aid for Hardie® Plank facade claddings,  

which makes it easy to assemble the boards and thus to 
install them one-man.

Set of 2.

5000015 ... 903089

Unit Description Article EAN

Number 8717399 ...

Hardie™ Guillotine cutting tool
1 piece The custom-made hand tool cuts Hardie® Plank facade 

boards quickly and  
precisely, guarantees break-proof, crack- and dust-free.

5300157 ... 08369 0

 �for Hardie® Plank  �for Hardie® VL Plank
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Important General Notes

Storage suitability of Hardie® accessories
Liquid and powdery materials are subject to an aging process. To prevent that overaged accessoires is used the storage 
suitability is defined, beginning with the date of manufacture.

Product Storage suitability storage conditions

Hardie™ Seal edge coating 18 months dry, frost -free

Original packaging
* short term exposure of frost during the shipping and storage does not harm the products.

Stacking height of Hardie® pallets
Product max. stacking height

Hardie® Plank facade cladding 5 pallets
Hardie® VL Plank 5 pallets
Hardie® Panel 5 pallets
Hardie™ Trim 3 pallets






